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FIG. 4 
LINE CONNECTIONS TO TELETYPEWRITER 
OR TYPING REPERFORATOR-WITH LINE RELAY 
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FIG. 5 
LINE CONNECTIONS TO TELETYPEWRITER 
OR TYPING REPERFORATOR -WITHOUT LINE RELAY 
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FIG, | 
POWER WIRING OF PANEL 
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LOOP WIRING OF PANEL 
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BELL SYSTEM PRACTICES 
TELETYPEWRITER STATION 
INSTALLATION AND MAINTENANCE 


SECTION P96.018 
Issue 2 DecemBER, 1948 
A.T.& T. Co. STANDARD 


See Section P96.024 or P96.0I14 FoR 
DeTAiILs of PoweR AND Loop PANEL. 


See Section P96.015 FoR ARRANGEMENT 
or CusTomMeR TABLE. 


|-MAKE LINE<TEST KEY INEFFECTIVE BY 
WIRING PERMANENTLY IN LINE CONDITION 
OR EQUIP THE KEY WITH P356557 PLUNGER. 


NOTE 2=PROVIDE RECTIFIER AND M2BM CORD ONLY 
1F FIG. 4tS USED. 


NOTE 3-WHEN |17852M ELEC. SERV. ASSEMBLY 
1S USED DO NOT CHANGE TWO WIRE 
RECEPTACLE TO THREE WIRE. 


NOTE 


Power Drains (Amps.) 
TYPE A-C DRAIN 
Motor START RUN 
Syne (Hc) 15.0 1.5 
Sync (ee) 10.0 2.0 
SERIES 2.6 [el 
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NO. 14 TELETYPEWRITER 
NO. 14 TYPING REPERFORATOR 
TELETYPEWRITER STATIONS 
PRIVATE LINE SERVICE 
CUSTOMER PROVIDED TABLE 
WIRING OF POWER AND LOOP PANEL 
AND CONNECTIONS TO TTY 
A-C POWER 


